REPORT OF CHANNEL CONDITIONS

100 TO 400 FEET WIDE

Page 1 of1
Date 2/7/2024

To: Navigation Interests From: US Army Engineer District, Philadelphia
Wanamaker Building 100 Penn Square East
Philadelphia, PA 19107-3390
RIVER/HARBOR NAME AND STATE MINIMUM DEPTHS IN EACH
WILMINGTON HARBOR 1/4 WIDTH OF CHANNEL
PENNSYLVANIA AND DELAWARE ENTERING FROM SEAWARD
AUTHORIZED PROJECT LEFT RIGHT
DATE OF OUTSIDE OUTSIDE
NAME OF CHANNEL SURVEY | WIDTH | LENGTH | DEPTH|QUARTER| MIDDLE |QUARTER
(feet) | (miles) | (feet) (feet) |HALF (feet)| (feet)
WILMINGTON HARBOR 500
Delaware River to Upper End of Berth No.3 02-01-2024| 340 | 0.70 | 38.0 33.3 34.2 354
WILMINGTON HARBOR
Upper End of Berth No.3 to Lobdell Canal 02-01-2024| 400 | 0.33 [ 35.0| 34.5 30.5 32.3
WILMINGTON HARBOR No
TURNING BASIN 02-01-2024| 320 | 0.34 | 38.0| 35.9 374 Data

ENG FORM 4021-R, NOV 1990

EDITION OF JUL 59 IS OBSOLETE
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